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If you get stuck in repairing a defective appliance download this repair information for help. See below.
Good luck to the repair!

Please do not offer the downloaded file for sell only use it for personal usage!
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	Also known: SINCLAIR DM-235 DM235 DMM DM 235

	If you have any question about repairing write your question to the Message board. For this no need registration.
	If the site has helped you and you also want to help others, please Upload a manual, circuit diagram or eeprom that is not yet available on the site.
Have a nice Day!
	See related repair forum topics below. May be help you to repair.



Warning!
If you are not familiar with electronics, do not attempt to repair!
You could suffer a fatal electrical shock! Instead, contact your nearest service center!



Note! To open downloaded files you need acrobat reader or similar pdf reader program. In addition,  
some files are archived,
so you need WinZip or WinRar to open that files. Also some files are djvu so you need djvu viewer to open them.

These free programs can be found on this page: needed progs

If you use opera you have to disable opera turbo function to download file!

If you cannot download this file, try it with CHROME or FIREFOX browser.
[bookmark: related-topics]
Translate this page:


Relevant METER forum topics:

Benning IT 101 folyamatosan feszültséget mutat

Sziasztok!



Van egy címben említett szigetelési ellenállás mérő műszerem, ami akkor is mér feszültséget ha a környéken semmi nincs, és mérő vezeték sincs csatlakoztatva. 



Próbáltam bemérni mi lehet a gond de sajnos meghaladja a tudásom. Mivel folyamatosan azt "méri" hogy több a feszültség benne mint 30V ezért a szigetelés ellenállás mérést el se kezdi. 



Van valaki aki rá tudna esetleg nézni? (Jelen állapotban ohm mérésen kívül semmi másra nem jó) 

Atten ADS1022C not work 

Hi All
Please Help ! 
my Atten ADS1022C+ not work after firmware upgrade (( 

I have only flash dump from ADS1102CAL (7" display)
after flash this dump, i upgrade original Atten ADS1000 series firmware from USB, and get an almost working DSO
due to non-compliance hardware ((

I need Atten ADS1022..ADS1042..ADS1062 or Siglent SDS1022C  Flash dump.
and Siglent SDS1022C latest Firmware

The owner of this oscilloscope can not only help me, but also protect yourself by making a dump of your firmware.. All you need to download the firmware DUMP via JTAG is here https://cloud.mail.ru/public/D9hP/vaBkzVoyT

EMG 1568-TR-4655   Táp javitás után  Jel rákapcsolása nélkűl  zajos fényvonal jelenik meg   MEGOLDVA  

Sziasztok ! Fent nevezet szkóp hibás ként kaptam szeretném meg javítani De nem vagyok jártas szkóp javításban Rajz alapján sikerült a tápot megjavítani  Megvannak  a feszek  15+ 15- 110v 40v ua723ic mind 3 cserélve   Tr1 Tr2 Tr3 tranyo csere után, szeretnénk segítséget kérni hogy tovább Teszek fel  képet 

Fluke ScopeMeter 105B Series II Display frozen / no Display

In my case the display of the ScopeMeter was frozen and the keyboard did not respond any more exept the on/off key. This happened always after the ScopeMeter has been switched on for a while. To find the temperature effect, I heated up the different parts of the Digital A1 board with a hair dryer. At some point, the device display stopped working completely and only the backlight was working. This effect was steady and irreversible.

To repair the device, you need the "fluke_92b_96b_99b_105b_servicemanual" provided here in the service manual area.

On page 272 in Figure 9.2b (Digital A1 circuit diagram, part b) the display contrast circuit schematic shows the NPN Transistor V1432 of type BC848C (see also the attached picture). Measuring the Base/Emitter diode showed a low resistance of 100 Ohms in both directions. Replacing that transistor by a NPN transistor of type BC847C solved the problem and the device was working correctly again.

The reason for choosing the BC847C instead of the BC848C are the Vcbo and Vceo of only 30 V of the BC848x series. The BC847x series has a Vcbo of 50 V and a Vceo of 45 V respectively and offers therefore a greater margin. The V1432 is placed between TP431 (LCDPWR, +5 V) and the -30 V connection from Analog Board A2. These conditions are too close to the absolute maximum ratings of the BC848x and are especially for higher temperatures critical.
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If you want to join us and get repairing help please sign in or sign up by completing a simple electrical test
or write your question to the Message board without registration.
You can write in English language into the forum (not only in Hungarian)!
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